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Clark Cooper High Pressure Valves - Model Number Breakdown

For EH30, EH40 and EH50 Valves

For EH70 Valves
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AC or DC Voltage 

& Hertz:

A024 - 24 / 60

A120 - 120 / 60

A240 - 240 / 60

D012 - 12 DC

D024 - 24 DC

D120 - 120 DC

AC or DC Voltage 

& Hertz:

A024 - 24 / 60

A120 - 120 / 60

A240 - 240 / 60

D012 - 12 DC

D024 - 24 DC

D120 - 120 DC

D240 - 240 DC

Clark Cooper Base 
Model Number

AC or DC 
Voltage & Hertz

Suffix Option
Field(s)

Add as required

Connection 
& Orifice

NPT Connection 

Size & Ori�ce Size

041 - ¼", 0.019" 

042 - ¼", 0.032" 

04  -  ¼", 0.250" 

08  -  ½", 0.500" 

08  -  ½", 0.500" 

Base Model

Number:

EH30

EH40

EH50

† Only for EH30 Valves

º Only for EH50 Valves

** Only for EH40 & EH50 ValvesExamples:

EH30-041-D024

EH40-04-A120-VTHYNO

EH50-08-A120-CKHYNO

Examples:

EH70-08A-A024-L-OXCY

EH70-08H-D120-G-NOS1

Fluid: 

G - Gas 

L - Liquid 

Connection Type:

A - NPT

B - Socket Weld

G - 150# Flange

H - 300# Flange

J - 600# Flange

Clark Cooper Base 
Model Number

End 
connection 

type

AC or DC 
Voltage & Hertz

Suffix Option
Field(s)

Add as required

FluidConnection
& Orifice

NPT Connection 

Size & Ori�ce Size: 

08  -  ½" , 0.50"

12  -  ¾" , 0.75" 

16  -  1" , 1.00"

24  -  1½" , 1.50"

32  -  2" , 2.00"

Base Model

Number:

EH70

Suf�x letters for Options:

CY Cryogenic Service

DN Din Connector 
 (Not Explosion Proof) 

ETL ETL Listed Solenoid

HY Hydrogen Service 
 (Helium Leak Test)

NO Normally Open

OX Oxygen Clean

S1 Single Switch 
 (General Service)

SS Stainless Steel Tags

ST  SAE J1926 Port
 (Straight thread)

X1 Single Switch 
 (Explosion proof)

Suf�x letters for Options:

CKº  Integrated Check Valve

DN Din Connector 

 (Not Explosion Proof) 

GS  General Service 

 (Not Explosion Proof) 

HY Hydrogen Service 

 (Helium Leak Test)

NO Normally Open

OX Oxygen Clean

SSº Stainless Steel Valve Body

ST  SAE J1926 Port

 (Straight thread)

TC Tube Connector

UM Universal Mount

VT** Viton O-Rings

XP**  Higher Pressure

†


